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Watch this video for help in locating the source of the issue, and troubleshooting the most common
causes in Windows 8, Windows 8.1 and Windows 10. Closed captions available in many languages.
Watch this video for help in locating the source of the issue, and troubleshooting the most common
causes in Windows 8, Windows 8.1 and Windows 10. Closed captions available in many languages.
Watch this video for help in locating the source of the issue, and troubleshooting the most common
causes in Windows 8, Windows 8.1 and Windows 10. Closed captions available in many languages.
Watch this video for help in locating the source of the issue, and troubleshooting the most common
causes in Windows 8, Windows 8.1 and Windows 10. Closed captions available in many languages.
NOTICE A NOTICE indicates either potential damage to hardware or loss of data and tells you how
to avoid the problem. CAUTION A CAUTION indicates a potential for property damage, personal
injury, or death. Information in this document is subject to change without notice Dell Computer
Corporation. All rights reserved. Reproduction in any manner whatsoever without the written
permission of Dell Computer Corporation is strictly forbidden. Trademarks used in this text Dell, the
DELL logo, and OptiPlex are trademarks of Dell Computer Corporation. Other trademarks and trade
names may be used in this document to refer to either the entities claiming the marks and names or
their products. Dell Computer Corporation disclaims any proprietary interest in trademarks and
trade names other than its own. Model MTC2 June 2003 Rev. A00 2 Control Panel Dell OptiPlex
160L Service Manual Removing the Control Panel Replacing the Control Panel CAUTION Before you
perform this procedure, see the safety instructions in your Setup and Quick Reference
Guide.http://hidramic.com/fotos/ingraham-digital-timer-manual.xml
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service manual download, dell optiplex 160l service manual pdf, dell optiplex 160l
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NOTICE To avoid electrostatic discharge, ground yourself by using a wrist grounding strap or by
periodically touching an unpainted metal surface such as the back panel on the computer. NOTICE
Before you disconnect a device from the computer or remove a component from the system board,
verify that the standby power light on the system board has turned off. If your computer and
attached devices did not automatically turn off when you shut down your computer, turn them off
now. NOTICE To disconnect a network cable, first unplug the cable from your computer and then
unplug it from the network wall jack. 3. Disconnect any telephone or telecommunication lines from
the computer. 4. Disconnect your computer and all attached devices from their electrical outlets,
and press the power button to ground the system board. CAUTION To guard against electrical
shock, always unplug your computer from the electrical outlet before removing the cover. 5. Remove
the computer cover. NOTICE Before touching anything inside your computer, ground yourself by
touching an unpainted metal surface, such as the metal at the back of the computer. While you work,
periodically touch an unpainted metal surface to dissipate any static electricity that could harm
internal components. Removing the Control Panel 1. Disconnect the control panel cable from the
connector on the system board. 2. Press the control panel lever to release the panel from the notch
on the computer. 1 control panel 2 control panel lever 3 3 notch 4 system board connector Replacing
the Control Panel 1. Insert the control panel tab into the notch on the chassis. 2. Ensure that the
control panel lever is secured by the tab on the chassis. 3. Connect the control panel cable to the
connector on the system board. 1 control panel lever 2 control panel tab 3 notch 4. Replace the
computer cover. NOTICE To connect a network cable, first plug the cable into the network wall jack

http://hidramic.com/fotos/ingraham-digital-timer-manual.xml


and then plug it into the computer.
5.http://onlinebookshopee.com/careeruserfiles/ingo-mando-universal-manual.xml

Connect your computer and devices to electrical outlets, and turn them on. 4 Replacing the
Computer Cover Dell OptiPlex 160L Service Manual CAUTION Before you perform this procedure,
see the safety instructions in your Setup and Quick Reference Guide. 1. Ensure that all cables are
connected, and fold cables out of the way. 2. Ensure that no tools or extra parts are left inside the
computer. 3. Place the cover on the computer. 4. Slide the cover toward the front of the computer
until it fits completely into place. NOTICE To avoid electrostatic discharge, ground yourself by using
a wrist grounding strap or by periodically touching an unpainted metal surface such as the back
panel on the computer. NOTICE Before you disconnect a device from the computer or remove a
component from the system board, verify that the standby power light on the system board has
turned off. If your computer and attached devices did not automatically turn off when you shut down
your computer, turn them off now. NOTICE To disconnect a network cable, first unplug the cable
from your computer and then unplug it from the network wall jack. 3. Disconnect any telephone or
telecommunication lines from the computer. 4. Disconnect your computer and all attached devices
from their electrical outlets, and press the power button to ground the system board. CAUTION To
guard against electrical shock, always unplug your computer from the electrical outlet before
removing the cover. 5. Remove the computer cover. NOTICE Before touching anything inside your
computer, ground yourself by touching an unpainted metal surface, such as the metal at the back of
the computer. While you work, periodically touch an unpainted metal surface to dissipate any static
electricity that could harm internal components. NOTICE To connect a network cable, first plug the
cable into the network wall jack and then plug it into the computer. 6. Connect your computer and
devices to electrical outlets, and turn them on.

9 Power Supply Dell OptiPlex 160L Service Manual Removing the Power Supply Replacing the
Power Supply DC Power Connectors CAUTION Before you perform this procedure, see the safety
instructions in your Setup and Quick Reference Guide. NOTICE To avoid electrostatic discharge,
ground yourself by using a wrist grounding strap or by periodically touching an unpainted metal
surface such as the back panel on the computer. NOTICE Before you disconnect a device from the
computer or remove a component from the system board, verify that the standby power light on the
system board has turned off. If your computer and attached devices did not automatically turn off
when you shut down your computer, turn them off now. NOTICE To disconnect a network cable, first
unplug the cable from your computer and then unplug it from the network wall jack. 3. Disconnect
any telephone or telecommunication lines from the computer. 4. Disconnect your computer and all
attached devices from their electrical outlets, and then press the power button to ground the system
board. CAUTION To guard against electrical shock, always unplug your computer from the electrical
outlet before opening the cover. 5. Remove the computer cover. NOTICE Before touching anything
inside your computer, ground yourself by touching an unpainted metal surface, such as the metal at
the back of the computer. While you work, periodically touch an unpainted metal surface to dissipate
any static electricity that could harm internal components. Removing the Power Supply 1. Remove
the fan assembly. 2. Disconnect the AC power cable from the AC power connector on the back of the
power supply. 3. Unplug the DC power cables from the drives and system board. 4. Remove the four
screws that secure the power supply to the back of the computer. 10 1 screws 4 2 power supply 5.
Remove the power supply from the computer. Replacing the Power Supply 1. Slide the power supply
into place. 2.
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Replace the four screws that secure the power supply to the back of the computer. 3. Reinstall the
fan assembly. 4. Reconnect the DC power cables to the drives and system board. 5. Replace the
computer cover. 6. Connect the AC power cable to the AC power connector on the back of the power
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supply. NOTICE To connect a network cable, first plug the cable into the network wall jack and then
plug it into the computer. 7. Connect your computer and devices to electrical outlets, and turn them
on. Otherwise, damage to your computer or unpredictable results can occur. NOTICE Before
touching anything inside your computer, ground yourself by touching an unpainted metal surface,
such as the metal at the back of the computer. While you work, periodically touch an unpainted
metal surface to dissipate any static electricity that could harm internal components. To change a
jumper setting, pull the plug off its pins and carefully fit it down onto the pins indicated. Jumper
Setting Description CLEAR PASSWORD default Password features are enabled. Password features
are disabled. CLEAR CMOS Realtime clock reset.NOTICE To avoid electrostatic discharge, ground
yourself by using a wrist grounding strap or by periodically touching an unpainted metal surface
such as the back panel on the computer. NOTICE Before you disconnect a device from the computer
or remove a component from the system board, verify that the standby power light on the system
board has turned off. If your computer and attached devices did not automatically turn off when you
shut down your computer, turn them off now. NOTICE To disconnect a network cable, first unplug
the cable from your computer and then unplug it from the network wall jack. 3. Disconnect any
telephone or telecommunication lines from the computer. 4. Disconnect your computer and all
attached devices from their electrical outlets, and then press the power button to ground the system
board.
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CAUTION To guard against electrical shock, always unplug your computer from the electrical outlet
before opening the cover. 5. Remove the computer cover. NOTICE Before touching anything inside
your computer, ground yourself by touching an unpainted metal surface, such as the metal at the
back of the computer. While you work, periodically touch an unpainted metal surface to dissipate
any static electricity that could harm internal components. 6. Reset the current CMOS settings 14 a.
Locate the Clear Password and Clear CMOS jumpers on the system board. b. Remove the password
jumper from its pins. c. Place the password jumper on the Clear CMOS pins and wait approximately
5 seconds. d. Remove the jumper from the Clear CMOS pins and place the jumper back on the
password pins. 7. Replace the computer cover. NOTICE To connect a network cable, first plug the
cable into the network wall jack and then plug it into the computer. 8. Connect your computer and
devices to electrical outlets, and turn them on. Replacing the System Board CAUTION Before you
perform this procedure, see the safety instructions in your Setup and Quick Reference Guide.
NOTICE To avoid electrostatic discharge, ground yourself by using a wrist grounding strap or by
periodically touching an unpainted metal surface such as the back panel on the computer. NOTICE
Before you disconnect a device from the computer or remove a component from the system board,
verify that the standby power light on the system board has turned off. If your computer and
attached devices did not automatically turn off when you shut down your computer, turn them off
now. NOTICE To disconnect a network cable, first unplug the cable from your computer and then
unplug it from the network wall jack. 3. Disconnect any telephone or telecommunication lines from
the computer. 4. Disconnect your computer and all attached devices from their electrical outlets,
and then press the power button to ground the system board.
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CAUTION To guard against electrical shock, always unplug your computer from the electrical outlet
before opening the cover. 5. Remove the computer cover. NOTICE Before touching anything inside
your computer, ground yourself by touching an unpainted metal surface, such as the metal at the
back of the computer. While you work, periodically touch an unpainted metal surface to dissipate
any static electricity that could harm internal components. CAUTION The processor heat sink can
get hot. To avoid burns, ensure that the heat sink has had sufficient time to cool before you touch it.
6. Remove the processor heat sink. 7. Remove the 12 screws that secure the system board to the
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computer frame. Four of the 12 screws that secure the system board to the computer frame also
secure the heatsink base to the system board. 15 1 system board screws 8 2 heatsink base screws 4
8. Lift the system board out from the computer. 9. Place the system board that you just removed
next to the replacement system board. Visually compare the replacement system board to the
existing system board to ensure that you have the correct part. Replacing the System Board 1.
Transfer components from the existing system board to the replacement system board a. Remove the
memory modules and install them on the replacement board. CAUTION The processor can get hot.
To avoid burns, ensure that the processor has had sufficient time to cool before you touch it. b.
Remove the processor from the existing system board and transfer it to the replacement system
board. 2. Configure the settings of the replacement system board. NOTICE To connect a network
cable, first plug the cable into the network wall jack and then plug it into the computer. 10. Connect
your computer and devices to electrical outlets, and turn them on. 16 Removing the Computer Cover
Dell OptiPlex 160L Service Manual CAUTION Before you perform this procedure, see the safety
instructions in your Setup and Quick Reference Guide. 1.

Shut down the computer through the Start menu. 2. Ensure that your computer and attached
devices are turned off. If your computer and attached devices did not automatically turn off when
you shut down your computer, turn them off now. NOTICE To disconnect a network cable, first
unplug the cable from your computer and then unplug it from the network wall jack. 3. Disconnect
any telephone or telecommunication lines from the computer. 4. Disconnect your computer and all
attached devices from their electrical outlets, and then press the power button to ground the system
board. CAUTION To guard against electrical shock, always unplug your computer from the electrical
outlet before removing the cover. 5. Lay your computer on its side with the computer cover facing
up. 6. While keeping the cover latch in the open position, grip the indents and slide the computer
cover toward the back of the computer. 7. Place the computer cover on a level surface. 1 computer
cover 2 cover latch Upgrading and Servicing Guide HewlettPackard Company makes no warranty of
any kind with regard to Nothing herein should be construed Installation Instructions Warning
During this procedure, keep small parts away from children. Tools you need You need a small
Phillips screwdriver and User Guide Nothing herein should American Megatrends, Inc. 5555
Oakbrook Parkway, Building 200 Tools you need You need a small Phillips and a small flatblade
Warning During this procedure, keep small parts away from children. Failure to follow these
instructions could damage your equipment and void its warranty. Note Written Intel NUC Kit
DC3217IYE Note Follow these instructions carefully. Failure to do so could damage your equipment
and void its warranty. The only warranties for HP products and services The 7728 v2.x Series
mainboards are based on Intel H61 chipsets for optimal system efficiency. Designed to fit This guide
explains how to replace and upgrade memory in the computer.

May 2006 Contents 1 Adding or replacing memory modules Adding or replacing a memory Note
Follow these instructions carefully. Failure to do so could damage your equipment and Upgrading
and Servicing Guide. Printed in Failure to comply All rights reserved. All rights reserved.All rights
reserved. The Tablet PC is a fully functional PC with builtin LAN, and wireless connectivity. With
your Tablet PC you will be All rights reserved. Changing the SIM in a BANDIT Product s GSM Card
Wireless connections use radiofrequencies RFs through airwaves Quick Start Guide NOTES Strictly
adhere to the instructions to install Use the following illustration to locate the connector for the card
you want to remove. Hard disk connector 1 Option card connector Firmware The series mainboards
are based on Intel P67 chipsets for optimal system efficiency. Designed to fit Cover Page Protected
By U.S. Copyright Laws. 1997,1998,1999,2000. Factory Radio Other HP RP7 Retail System Model
7800 Microsoft, Windows, However, if they burn out, you can easily replace them. Note Backlight
bulbs tend to have a consistent This guide explains how to replace and upgrade memory in the
computer. Contents 1 Adding or replacing memory modules Adding a memory module to Installation
Manual Products D90D7, D90DW. Issue 121312 PN 88388435L Rev. A A Copyright Notices 2012,



Wyse Technology Inc. All rights reserved. This manual and December 2004 Revision A Disassembly
Beware of the ESD ElectroStatic Understanding Electricity. Two Types of Current. Powering the PC
Always unplug the power supply Quick InstallationGuide All rights reserved. No part of this
publication may be reproduced, transmitted, transcribed, Required Tools None A, First, remove the
Cable from it s packaging and uncoil it enough to find There are no jumpers or switches to set for
this PCI PlugnPlay board.

21 Hardware If Parameters are not Obtainable from The Old Turn off printer, unplug it and allow it
to sit for 20 to 30 minutes before performing these maintenance procedures. Fixing This installation
guide should be used if you have a standard DSL or cable modem and no All rights reserved. All
rights reserved.All rights reserved. HP Compaq 8100 Elite Small Form Factor Business PC and HP
Z200 Small Form Factor Workstation To use this website, you must agree to our Privacy Policy,
including cookie policy. NOTICE A NOTICE indicates either potential damage to hardware or loss of
data and tells you how to avoid the problem. CAUTION A CAUTION indicates a potential for
property damage, personal injury, or death. All rights reserved.Reproduction in any manner
whatsoever without the written permission of Dell Computer Corporation is strictly
forbidden.Trademarks used in this text Dell, the DELL logo, and OptiPlex are trademarks of Dell
Computer Corporation.Other trademarks and trade names may be used in this document to refer to
either the entities claiming the marks and names or their products. Dell Computer
Corporationdisclaims any proprietary interest in trademarks and trade names other than its
own.Model MTC2June 2003 Rev. A00 NOTICE To avoid. Insert the control panel tab into the notch
on the chassis.2. Ensure that the control panel lever is secured by the tab on the chassis.3. Connect
the control panel cable to the connector on th. NOTICE To connect a network cable, first plug the
cable into the network wall jack and then plug it into the computer.6. Connect your computer and
devices to electrical outlets, and turn them on.Back to Contents Page Remove the power supply from
the computer. Replacing the Power Supply1. Slide the power supply into place.2. Replace the four
screws that secure the power supply to the back of the computer.3. Reinstall the fan assembly.4. R.
Otherwise, damage to your computer orunpredictable results can occur.

NOTICE Before touching anything inside your computer, ground yourself by touching a. Visually
compare the replacement system board to the existing system. Utilizando la vista previa online,
puedes ver rapidamente el indice de contenidos y pasar a la pagina donde encontraras la solucion a
tu problema con Dell OptiPlex 160L. Sin embargo, si no quieres ocupar espacio en tu dispositivo,
siempre podras descargarlo de ManualsBase. La opcion de impresion tambien esta prevista y puedes
utilizarla haciendo clic en el enlace mas arriba Imprimir el manual. No tienes que imprimir el
manual completo de Dell OptiPlex 160L, solo las paginas que elijas. Ahorra papel. Puedes utilizarlos
si quieres ver rapidamente el contenido que se encuentra en la siguientes paginas del manual.
NOTICE A NOTICE indicates either potential damage to hardware or loss of data and tells you how
to avoid the problem.To reinstall your operating system, use the Operating System CD. See your
User’s Guide for operating system reinstallation instructions. After you reinstall your operating
system, use the Drivers and Utilities CD to reinstall drivers for the devices that came with your
computer. YourAlways follow installation and service instructions closely. NOTICE To help avoid
possible damage to the systeTo prevent static damage, discharge static electricity from your body
before you touch any of your computer’s electronic components, such as the microprocessor. You
can do so by touching an unpainted metal surface on the computer chassis. As you continue to work
inside the computer, periodiSee the appropriate illustrations thatNOTE Your system may very
slightly from the following setup illustrations. Setup — Without Expansion Cards monitor keyboard
mouse speakers headphones network USB 14 Setup and If computer problems occur that require
help from Dell, write a detailed description of If you are using the Drivers and U.

Please check your inbox, and if you can’t find it, check your spam folder to make sure it didnt end up



there. Please also check your spam folder. For a better experience, please enable JavaScript in your
browser before proceeding. It may not display this or other websites correctly. You should upgrade
or use an alternative browser. OptiPlex 160L By continuing to use this site, you are consenting to
our use of cookies. Manual CD disc List your items fast and easy and manage your active
items.Refund will be given as Merchandise Credit. Refund policy details We offer a one time
exchange or store credit on our software products. Original CD must be returned first. Service
Manual, presented here, contains 73 pages and can be viewed online or downloaded to your device
in PDF format without registration or providing of any personal data. We remind you, that it is highly
advisable to carefully read the instructions before starting of using Acer Aspire M3710, in case of
unforeseen situations you need immediately contact the nearest service center.The following table
describes the parameters found in this menu Parameter Description Options Load Default Settings
Select the field loads the factory defaults for BIOS and Chipset Features, which the system
automatically detects.Remove CPU fan pipe Process 1. Release the CPU pipe. Lock the Handle The
right choice of power source directly affects on the lifecycle of the equipment, and the amount of
energy consumed will help optimize costs when using it. Alternatives recommandees Cette video
constitue un excellent. Il existe deux variantes de. Les pilotes seront publies. See Video Tutorials
Watch this video for help in locating the source of the issue, and troubleshooting the most common
causes in Windows 8, Windows 8.1 and Windows 10. Closed captions available in many languages.
Watch this video for help in locating the source of the issue, and troubleshooting the most common
causes in Windows 8, Windows 8.1 and Windows 10.

Closed captions available in many languages. Lucia Saint Vincentetles Grenadines St. You just have
to find one jumper which is normally under hard drive. This works at least with Dell Optiplex 6xx
and 7xx series. First of all shutdown your computer and unplug power supply cable from back of
your computer. Open the case and you should see hard drive. Remove it no need to unplug cables
and you should see “PSWD” labeled jumper under the hard drive. Remove the jumper and plug
power cord back to computer and turn on the computer. You should soon see “password” removed”
text on the screen. Power off your computer and unplug power cord again. Now you just need to put
jumper back where you removed it and put hard drive back and close the cover. Plug power supply
cable again back and turn on your computer. If you hit F2 right away when you see text on the
screen you should access the BIOS menu and you should notice that password is gone now and you
can access everything on BIOS and you can even change password if you want no need to do that. I
have checked but there is no jumper on the motherboard. So titchy tiny! but it worked perfectly.
Thanks for posting it. Remove it no need to unplug cables and you should see “PSWD” labeled
jumper under the hard drive.The blue jumper is straight up from the battery about 5 or 6 inches.
Leave a Reply Cancel reply You can use these HTML tags Name required Email will not be published
required Save my name, email, and website in this browser for the next time I comment. This site
uses Akismet to reduce spam. Learn how your comment data is processed. Desing by DataPhoto.
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